Model 806YD
2 1/2" - 10"

PARTS LIST
Fig. Size Size Size Size Size
No. Description Qty. 3" 4" 6" g" 10"
9 Spring 2 630-141 780-778 780-779 780-780 780-781
Mainline Spring Assy. 2 N/A 902-514 902-515 902-516 902-517
Seat Kit 2 902-385YD  902-384YD  902-383YD  902-382YD  902-381YD
By-Pass Assembly 905-138 905-138 905-138 905-138 905-138
(w/o Meter)
42 Resilient Seated OS&Y 1 780-893 780-895 780-897 780-899 780-901
300 Meter (Std. - Gal.) 1 780-666 780-666 780-666 780-666 780-666
301 Nipple 1 571-181-564 571-181-54 571-118-54 571-118-54  571-118-54
302 Ball Valve 1 781-048 781-048 781-048 781-048 781-048
303 Ball Valve 1 781-083 781-053 781-053 781-053 781-053
303.1 Test Cock 1 781-074 781-074 781-074 781-074 781-074
304 Elbow 5 571-111-50 571-111-50  571-111-50 §71-111-50 5§71-111-50
305 Nipple 1 571-182-51 571-182-51 571-182-50 571-182-50 571-182-50
305.1 Nipple 2 671-18241  571-182-52 571-182-52 571-182-52 571-182-52
306 Nipple 1 571-181-55 571-118-55 571-181-556 571-181-65 571-181-55
307.1 Tailpiece 2 780-777 780-777 780-777 780-777 780-777
308 Coupling Nut 2 780-665 780-665 780-665 780-665 780-665
309 Meter Washer 2 780-944 780-944 780-944 780-944 780-944
311 Nipple 1 571-118-1563 571-118-153 571-118-153 571-118-1563 571-118-153
312 805Y Less Shut-Off 1 907-001 907-001 907-001 907-001 907-001
313 Coupling 1 571-201-50 571-201-50  6§71-201-50 571-201-50 571-201-50

* Refer to 805YD for part numbers of all other parts.
The items listed above are used only on the Model 806YD and
are not interchangeable with the Model 805YD.
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