Series 772/
172DCDA

Double Check Valve/

Double Check Detector Assembly

Sizes 4"- 10"

NOTE: 772 Series
utilizes 770 repair kits

Seat

Seat o-ring

Repair Kits:

Test Cock

Cover bolts

Cover

Cover o-ring

Disc

Spring Assembly

Clapper Assembly

Body

Clapper retaining screw o-ring

Clapper retaining screw

When ordering specify EDP No., Kit No., and Valve Size.

EDP No. Kit No. Sizes EDP No. Kit No. Sizes
Check Rubber Parts Complete Repair Kits
887091 772 RC4 4" 887079 7727 4"
887092 772 RC4 6"- 8" 887080 7727 6"- 8"
887093 772 RC4 10" 887081 7727 10"
887082 772 DCDA RC4 4" 887088 772 DCDAT 4"
887083 772 DCDA RC4 6"- 8" 887089 772 DCDAT 6"- 8"
887084 772 DCDA RC4 10" 887090 772 DCDAT 10"
Kits consist of: Cover o-ring, bolt o-ring, disc - for one check Kits consist of: 2 cover o-rings, 2 discs, 2 spring assembly, 2 bolt
1st or 2nd check kits o-ring - for both checks
887070 772 CK4 4 Seat Kits
887071 772 CK4 6"- 8" 887085 772 S 4"
887072 772 CK4 10" 887086 7728 6"- 8"
887073 772DCDA CK1 4" 887087 772 S 10
887074 772DCDA CK1 6"- 8" 887094 772DCDA S 4"
887075 772DCDA CK1 10" 887095 772DCDA S 6"- 8"
887076 772DCDA CK2 4" 887096 772DCDA S 10
887077 772DCDA CK2 6"- 8" Kits consist of: Seat, seat o-ring - for one check
887078 772DCDA CK2 10"

Kits consist of: Spring assembly and cover o-ring
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Repair Kits:
When ordering specify EDP No., Kit No., and Valve Size.
EDP No. Kit No. Size
834030 SAT 07J153 4"
834031 SAT 07K153 6”
834032 SAT 07L153 8"
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